
 

 

 

 

 

 

 

 

 

 

 

DESCRIPTION 

TIKIDECK 250 system is a multi-layered flooring 

system which includes sealer coat, base coat, anti-slip 

anchor coat and epoxy top coat. Gives a colourful, hard-

wearing textured surface for Intermediate decks of 

multi-storey, basement and other trafficable floors. 

Sealer coat is a two-component system which applies 

in thin layer. It goes deep into the concrete and fill the 

micro-pores and make a uniform layer.  

 

Base coat is a three pack self-levelling system, which 

makes the surface levelled prior the application of 

subsequent coats. It also helps to sustain the load on 

floor. Anchor coat in combination with anti-slip grains 

improves slip resistance. Top coat is two component 

epoxy wear coat helps to improve abrasion resistance 

of deck. 

 
 

FEATURES & BENEFITS 

TIKIDECK 250 having following features-  

 Enhance visual appearance, sharpen light 

reflectivity.  

 Easy to clean – dust proof system  

 Waterproof system for lower basements  

 Hard-wearing  

 Abrasion resistant  

 Slip resistant  

 Excellent bond strength  
 

AREAS OF APPLICATION 

TIKIDECK 250 system is ideal for –  

 Car park deck  

 Car park ramp  

 Transport depot  

 Service centres, garage  

 Workshops  

 

APPLICATION INSTRUCTIONS 

SURFACE PREPARATION 
Surface to be applied upon must be free from dust, 

loose material, paint, oil, or any other material which 

may impair adhesion. Any cracks, pot holes, expansion 

joints should be properly repaired before the application 

of primer coat. Substrate moisture should be max 4%. 

 

 

 

 

 

 
 

 

 

SYSTEM DETAILS  

TIKIDECK 250 System is supplied in pre-weighted 

units of sealer coat, base coat, anchor coat, anti-slip 

grains and epoxy topcoat.  

 

Sealer Coat: Apply one coat of specially formulated, 

two component TIKI PRIME EP by brush or roller. 

Actual quantity will depend on surface texture and 

porosity. If require apply second coat after 8-10 hrs. of 

first coat. (Refer TDS of TIKI PRIME EP for details) 

 

Base coat: After drying of sealer coat, apply Base coat. 

It is supplied in pre-weighed three components ready to 

use on site. Preferably, use slow speed electric stirrer 

for mixing component. First, mix TIKIFLOOR UL EP, 

TIKIFLR UL-R component with TIKIFLOOR UL EP, 

TIKIFLR UL-H component on slow speed in a mixing 

vessel. Finally add Silica Powder, TIKI SF-2 and stir 

until a homogeneous mixture is obtained. Spread 

mixture on the prepared surface by using serrated 

trowel. Lay the desired thickness. After approx. 5-10 

minutes, use spiked roller to remove entrapped air. 

Allow Base coat to cure for 12- 18 hrs at room 

temperature before use. (Refer TDS of TIKIFLOOR UL 

EP for details) 

 

Anchor coat: It is two component system includes  

TIKIFLR UL-R & TIKIFLR UL-H. The components of 

TIKI ANCHORCOAT EP shall be mixed by taking Resin 

component, TIKIFLR UL-R in a clean container followed 

by addition and gradual mixing of Hardener component, 

TIKIFLR UL-H, using slow speed heavy-duty electric 

stirrer to achieve homogeneous mix.  

 

The prepared mix of TIKI ANCHORCOAT EP is spread 

and applied using plain trowel / brush / roller on to the 

dried primed surface @3 to 4m2/Kg. When the anchor 

coat is still wet, sprinkle anti-slip grains in excess @ 

1Kg./m2 on entire surface. The excess un-bonded anti-

slip grains shall be removed when the coating is 

hardened.  

  

PROPERTIES OF APPLIED PRODUCT 

Sand broadcasting: On wet Anchor coat, spread 

specially selected anti-slip silica grains at an estimated 

rate of 1kg/m2, leave to dry for 16 hrs. Prior to removal  
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of excess anti-slip grains ensure that the grains are 

firmly embedded in the primer.  

 

Epoxy wear coat: Apply two coat epoxy coating and 

supplied in pre-weighed two components ready to use 

on site. Preferably use slow speed electric stirrer for 

mixing component. Mix resin TIKIFLR EWC-R, in 

vessel until uniform colour is obtained. Then add TIKI 

FLOORCOAT EP hardener TIKIFLR EWC-H and stir 

well until a homogeneous mixture is obtained. Spread 

mixture on the prepared surface by using roller or 

squeeze. Keep an interval of 12 hrs. between two coats. 

(Refer TDS of TIKI FLOORCOAT EP for details) 

 

CLEANING OF TOOLS  

Tools and equipment contaminated with liquid 

TIKIDECK 250 system shall be cleaned with Thinner or 

suitable solvent. Cleaning should be done before it 

starts to gel or harden. 

                                                                    
 

PROPERTIES  

 

 

 

 

 

 

 

STORAGE 

TIKIDECK 250 must be stored above 5°C. Store under 

the shed & protect from extremes of temperature, heat, 

direct sunlight, sparks and children. The shelf life of 

these products shall be 12 Months from the date of 

manufacture in sealed unopened container. 

 

SAFETY PRECAUTIONS 

As with all chemical products, care should be taken 

during use and storage. Use gloves, goggles and 

barrier cream. Avoid contact with skin. Ensure 

adequate ventilation during application. For further 

detail, refer to Material Safety Data Sheet. 

 

 
 

 

 

 

 

 

 

 

 

 

 

 

 

 
 
Disclaimer: TIKI TAR DANOSA warrants that each of its products will be manufactured in accordance with the specifications in effect on the date 
of manufacture. While TIKI TAR DANOSA endeavors to ensure that information given herein is correct to the best of our knowledge, it cannot, 
because it has no direct or continuous control over where or how its products are applied, accept any liability either directly or indirectly arising 
from the use of its products, whether or not in accordance with any advice, specification, recommendation of information given by it. We 
recommend that you to determine if this product meet all of your requirements perform adequate tests. 

 
Note: Properties subject to change as per specific requirement. Field service where provided does not constitute supervisory responsibility. 
Suggestions made by TIKIDAN orally or in writing may be followed, either modified or rejected by the owner, engineer or contractor since they, 
and not TIKIDAN, are responsible for carrying out procedures appropriate to a specific application. TIKIDAN reserves the right to amend the 
composition of its material and consequently their prices, without prior notice. For this reason, all orders will be accepted only in accordance with 
the conditions and technical specifications in force at the date of order 

 

TIKITAR DANOSA (INDIA) PRIVATE LIMITED 
Tiki Tar Estate, Village Road, Bhandup (W), Mumbai - 400 078, 
 Maharashtra, India. T: +91 22 4126 6699 

 E: info@tikidan.in | W: www.tikidan.in 

Properties Sealer Coat Base Coat Anchor Coat Top Coat 

Mixing Ratio (Pbw)  TIKIFLR PR-R : 

TIKIFLR PR-H  

TIKIFLR UL-R  :  TIKIFLR 

UL-H : TIKI SF-2   

TIKIFLR UL-R : 

TIKIFLR UL-H  

TIKIFLR EWC-R : 

TIKIFLR EWC-H 

Pot life at 25oC(Minutes) 50 - 60 40 - 45 40 - 50 40 - 45 

Touch Dry Time (Hrs.) 6 – 8 6-8 6-8 6- 8 

Recoat Time (Hrs.) 12 - 16 12 -16 12 -16 12 -16 

Coverage (Kg/M2/Coat) 0.15 - 0.25 3.6 (For 2mm Thickness) 0.1 - 0.2 0.2 - 0.3 
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